The functional requirements for RAT include – 

· Coverage

Playbook reroute advisories

CDR reroute advisories

All other reroute advisories

· Definition of a consistent structure for Reroute Advisories

(definition of required and optional fields to be included in an advisory)

TITLE and DATE:

IMPACTED AREA: 

FACILITIES INCLUDED:

REASON: 

INCLUDED FLOWS and FLIGHTS:  




LOCATION (From where; To where; Filed fixes involved) 







“From X” means flights filed to depart from the airports 

included in the definition of X (such as from NYmetro) 

“To X” means flights filed to arrive at the airports included 
in the definition of X  

“Through Y” means flights filed through Y, where Y is some chunk of airspace or some fix (such as ZOB or ZOB48)




EFFECTIVE TIME (Time reference; From when; To when)





What should we list here (short term and long term goals)?




FLIGHT LIST:

ASSIGNED REROUTE:   






(With the appropriate reroutes associated with the relevant 
included flow and flight list)

ASSOCIATED RESTRICTIONS:  

SPECIAL EXCLUSIONS: 

PROBABILITY OF EXTENSION:  

REMARKS:

· Definition of a consistent and unambiguous set of terminology for each of the possible categories/fields in a Reroute Advisory

· Development of a method for effectively handling references to prior advisories

· Development of a tool for easy creation of machine-readable Reroute Advisories by FAA Traffic Management staff (this includes checking to see if the proposed route is valid and generating the list of the flights included in the advisory)

· Definition and development of a database structure and communications protocols so that computers at FAA facilities and AOCs and GA support organizations can access and interpret these advisories

Keith’s proposal for XML?

· Development of FAA software to allow FAA facilities to access and 


display the advisories of interest to them.  This software should include:

Search/filtering capabilities to route the advisories to the appropriate

 facilities 

Search/filtering capabilities to route the advisories to the appropriate

 individuals within a facility

Display capabilities that support viewing of the advisory 

The ability to integrate processing and displays with other FAA software


· Providing the airlines and GA community with sufficiently detailed specifications regarding the content and formatting of the reroute advisories so that they can develop the software necessary to allow their staff and computers to access, process, route and display the information of interest to them

· Providing the FAA facilities, AOCs and the GA community with access to these structured advisories using current environments for viewing them (Type B terminals and ATCSCC Web page)

Note that these requirements emphasize the need to create software that will provide access to advisories in complementary forms so that both machines and people can understand and respond to the advisories. 

