Scripted Scenarios for TAPS – SFO3
San Francisco Airport (SFO) LOW IFR – SE Plan 
Issue time 1300Z (program implementation time)
Program Type = GDP-UDP
Parameters Tab

Program Time Options


Start = 1500Z

End = 0559Z
Before Revision Start: Unchecked

After revision End: Unchecked

Compress to Last CTA = Checked

Program Rate: 

Hourly: 27
Pop-Up: Blank (in UDP mode this field is not available)

Reserve: Historical Pop-Up value - use Medium (50%) Value 

General Options: (Default Values)
Delay Limit: 180

Target Delay: 1

Earliest R-Slot: 0

Adjust Delay: 20

Purge Notification: Taxied: 20, GS: 20, GDP/AFP:45 (Default Values)
AFP Override: Unchecked

Slot Hold Override: Blank

Exempt AFPs: Blank

Include Only Options:


Arrival Fix: All, Aircraft Type: All, Carrier (Major): All (Default Values)
Scope Tab

Select By = Tier

Scope = ALL+CZV
Centers – Origin 

Exempt and Non-Exempt = Blank

Airports - Origin

Exempt = BLANK 

Non-Exempt = (CZV_AP): CYEG CYVR CYYC

Flights

Radio Button = Exempt All Flights Departing Within = 45 Minutes
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